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 All-around solutions for the canning line

HEUFT CAN INSPECTION
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Safety all around?
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HEUFT eXaminer  II XS – foreign body detection

FILLED CAN INSPECTION

Filled can inspection with pulsed X-rays

• Inspection for foreign bodies after the filling process

• Inspection of the primary packaging

• The risk of foreign bodies is significantly reduced 
      and product safety increased

• Consumer and brand protection

HEUFT eXaminer  II XS
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HEUFT eXaminer II XS – foreign body detection

HEUFT eXaminer  II XS

FILLED CAN INSPECTION

HEUFT eXaminer  II XS

• Detection of high density foreign objects like glass 
or metal

• Easy addition of different inspection units
• Compact design simplifies integration
• High detection accuracy and low false rejection rate
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HEUFT eXaminer II XS - single sidewall inspection

Sidewall 1

FOREIGN OBJECT INSPECTION
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FOREIGN OBJECT INSPECTION

Base inspection

Special chain
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HEUFT eXaminer II XS - double sidewall inspection

FOREIGN OBJECT INSPECTION

Sidewall 2
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HEUFT eXaminer II XS – sidewall and base inspection

FOREIGN OBJECT INSPECTION

Sidewall and Base
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HEUFT eXaminer II XS - space-saving turnkey solution

Operating unit

MHI

Inspection

Automatic brand change

Excessive height 
lid check Optical closure presence

Additional inspection modules

FOREIGN OBJECT INSPECTION
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Additional - HEUFT X-ray fill level inspection

FILL LEVEL INSPECTION

Overfill

Underfill

  Good fill level
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Inductive pressure check - ensuring the perfect can closure.

Container with 
excessive internal 

pressure

Container with 
insufficient internal 

pressure

Closure too 
high

Unsealed 
container

CLOSURE DETECTION
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